
CITY OF TORRINGTON

WATER/WASTEWATER 
DEPARTMENT 

2016 ANNUAL REPORT
Author: Cpowell



WATER SYSTEM YEARLY TOTALS 2016
Golf Course HOURS 7,676.5

Wells GALLONS 568,406,000

RO'S HOURS 5,225.0

calc RAW 154,375,985

PERM 117,889,273

CNCNTRT 36,486,712

COT HOURS 3,815.0

BOOSTERS GALLONS 159,793,000

            HZ % of Treated 30.61%

PRISON HOURS 2,004.0

BOOSTERS GALLONS 24,825,000

      PRISON % of Treated 4.76%

HSP's HOURS 5,071.6

GALLONS 511,085,000

TREATED  GALLONS 522,061,000

TREATED  M GD/AVG 1.43

RAW GALLONS 579,382,000

RAW M GD/AVG 1.58

ANTISCALANT USE 700

CHLORINE USE 6,269



POTABLE WATER TREATED 
GALLONS PER YEAR
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YEARLY TREATED GALLON COMPARISON:



EPA WATER SAMPLING

Å84 BACTERIOLOGICAL SAMPLES

Å20 LEAD AND COPPER SAMPLING

Å 2 RADIONUCLIDE SAMPLES

Å 3 NITRATE SAMPLES

Å 1 VOC, SOC AND IOC SAMPLES EVERY THREE YEARS

Å 1 DISINFECTION BY-PRODUCTS ïS2DBP

ÅMULTIPLE PROCESS CONTROL SAMPLES

ÅGE QUARTERLY MULTIPLE TESTING SAMPLES

All samples meet and exceed EPA Compliance



COMPLETED OVER 111 JOB REPORTS 
AND EXCAVATIONS:

City of Torrington Water & Wastewater Department Job Report

Location: 17th and East H Date: 1/1/2016  

Job: repair broken water main

Start Date: 1/1/2016  Finish Date: 1/4/2016  Man Hrs: 36

Locate # 2016010002 Date: 1/1/2016 Type: em By: JC

On Site Supervisor: Rusty Gurney

Workers: Dale Radford, Jeff Craig, Dave Burt, Brent Powell, Matt Heilbrun

Equipment Used: street saw, backhoe, truck 24, Vactor, chainsaw for iron pipe

Parts: 1- 8" repair clamp that was used to stop the leak thru the weekend. 1- 8" dresser coupler

1- 8" cut in sleeve, 3- 8" megalug MJ's and gaskets

Parts Person: TT, DR

Safety/JSA: roads closed barricades and cones

OutsideSources: G&L Concrete

Concrete: a lot Completion Date: tbd

Area for SOD: n/a

Comments: Water surfaced the morning of 1-01-16(see pictures). The water main was isolated 

by closing 2 valves on East H and 17th(see map). 8" main was excavated with backhoe and Vactor, 24" area 

centered over break was cleaned, and a 8" repair clamp was used to temporarily fix break over the weekend.

2 concrete blankets were used to keep main from freezing until permanent repairs could be made.

Jan 4- 2016 we shut down main , removed repair clamp, used chainsaw to remove a 20" section of main and 

added a dresser coupler and cut in sleeve attached with 3 megalug mj's for a permanent repair(see Pics).  

Opened the 2 closed valves and flushed out hydrant to aid in air removal in main. Backfilled with dirt and 

based the dig area to street level. When weather permits, the affected concrete and asphalt areas from the 

water leak will be removed and replaced.

Operator: Dale Radford 1712 Signature:

Supervisor: Chris Powell Signature:



WATER SERVICE LINE LEAK 20TH & 
EAST G


